E-1771

Spring Plungers

Steel

(®For details of spring plungers with a switch,see Z==P.2107.

HSteel Load Catego Type Body Pin Spring | Operating
90" ["Standard Lottt s | DMaterial | GHardness [ E3Sutacs Teament | (Material | [[JHardness | E3Surace Treatment | ([Material | Temperature
UttraLight Load] PJS PJS-N Trivalent
. Steel |LightLoad | PJL  [PJL-N Black Oxide 450 | 57~B3HRC Chromate
Nose |HeavyLoad| PJH PJH-N (Carburized) Black Oxide
BxtraHeawy Load| PJX PJX-N Nickel Plating o
Unaligitload| NPJS |NPJS-N S45C | 29~35HRC SWP-B | -30~80°C
. |LightLoad | NPJL |[NPJL-N Black Oxide
Plastic Tip Heayy Load] NPJH |NPJH-N Polyacetal -
ExiraHeavyLoad | NPJX Nickel Plating
(®Electroless Nickel Plating for only M3 and M4. (®Thread Locking Treatment is not provided on M3 and M4.
s +8 .5 L. 0 5 (®Thread Locking Treatment
7 - Micro-encapsulated anaerobic adhesive used to hold objects Load
- in place. Once parts have been loosened, adhesion is lost. Use min oa max
Thread Locking Compound B an anaerobic thread locking compound when reassembling. '
(M5~M30) (®)The thread locking is most effective by leaving the parts
for 72 hours or more in 25°C. It should be noted if the parts
TWW are left for short period of time and in low temperature, the
= 'C’t H#'""’ I i N N‘ i <|':| ! thread locking compound will be less-effective.
(®)Do not use the rear hex socket at the time of mounting or
removal.
lStandard
Part Number I8 Ultra Light Load | Light Load | Heavy Load |Exira Heavy Load Unit Price
Type oo S d | & ORISR ey Load| B [min, N max | min. g Max|min, (N max,|min. o max, e Lo [Extra Heavy Load
3 **1.5 1.1 [ 10(15) 10 15 0.9] 0.05 0.32 0.49 1.0 | 0.78 29 2.2 4.5
**3 1.1 | 1520 15 20 09| 0.09 0.32 0.29 1.0 | 0.78 2.9 1.8 4.5
4 2 1.6 | 15(24) 15 24 1.3] 0.23 0.65 1.0 20 | 29 8.8 5.2 13
**4 1.6 24 24 24 1.3] 0.24 0.65 0.59 20 | 20 8.8 5.2 13
5 **3 2.0 | 20(27) 20 27 1.5] 0.74 2.95 2.0 98 | 49 19.6 9.1 245
**5 2.0 2739 27 39 1.5] 0.72 2.95 2.0 9.8 | 29 19.6 8.8 24.8
**3 2.5 | 2530 25 30 2| 085 3.2 59 98 | 7.8 294 | 142 39.5
6 **5 2.5 |30(36) 30 36 2| 085 3.2 2.0 9.8 | 49 294 | 144 39.4
10 25 30 39 = 2 = = 1.4 98 | 5.0 28.0 = = =
**3 3.1 | 25(27) 25 27 25| 09 3 59 9.8 | 147 294 | 353 41.2
8 **5 3.1 | 27(30 27 35 25] 09 3.3 29 98 | 7.8 29.4 | 147 4.2
10 3.1 30 43 - 2.5 - - 3.0 98 | 7.0 28.8 - - -
**5 3.8 30 30 35 3] 19 4.7 59 147 | 88 49.0 | 157 62.8
. 10 **10 3.8 30 43 53 3| 17 4.7 29 147 | 78 49.0 | 127 62.8
(Steel Tip) 15 | 38 | 30 58 - 3 - - |29 [ 14762 | 487 - E -
PJS  (*only) 5 | 55 | 3035 30 43 4] 15 | 47 | 59 14.7 | 186 490 | 372 | 981
PJL 12 **10 515 35 43 58 41 13 5.9 29 196 | 7.8 49.0 | 147 98.1
PJH **15 555 35 51 78 41 1.6 5.9 29 196 | 49 49.0 | 149 98.1
PJX  (*only) 20 55 35 78 = 4 = = 3.5 196 | 6.9 49.0 = = =
**10 8 35 60 60 5| 17 12.8 59 39.2 [ 127 785 | 235 | 147.2
(Plastic Tip) **15 8 35 60 70 51 17 12.8 alt) 39.2 | 127 785 | 21.6 | 147.2
NPJS (* only) 20 8 | 35 85 90 5017 [128 | 49 392 | 98 785 | 127 | 147.2
NPJL (* only) * 30 8 35 125 125 5 29 392 | 6.9 785 | 196 | 147.2
NPJH (*only) | 16 40 8 35 125 | 5| 49 392 | 69 78.5
NPJX (* only) 50 8 35 155 | 5] 19.6 49.0 [ 294 78.5
60 8 35 159 = | 5] 29 490 | 39 78.5 = = =
70 8 35 185 [ 5] _ _ 3.4 490 | 55 78.5
80 8 35 185 5 19.6 49.0 294 93.2
* 15 10 45 60 80 6 12.7 785 | 245 1471 | 127 | 2453
20 20 10 45 72 | 6] 1.7 785 | 22.6 1471
30 10 45 96 ° | 6| 11.7 78.5 | 22.6 1471 > = o
40 10 45 120 6 1.7 78.5 | 22.6 1471
7 10 45 60 o 10 19.6 98.1 | 4441 196.1 = = -
* 15 10 45 60 84 10 19.6 98.1 | 47.1 215.7 | 245 | 314.0
24 20 10 45 75 [ 10 | 17.7 98.1 |44.1 215.7
30 10 45 100 [ 10 | 17.7 98.1 | 441 215.7
40 10 45 124 [10| - - 17.7 98.1 |44.1 215.7
15 14 45 66 = [ 14 | 275 117.7 | 44.1 274.6 = = =
@t dmensionsith ()| 50 20 | 14 | & 78 [14 | 275 | 117.7 |53.0 | 2746
are applicable to the 30 14 45 100 [ 14 | 27.5 117.7 | 451 274.6
Extra Heavy Load Type. 40 14 45 123 14 215 117.7 | 471 274.6
kgf=Nx0.101972
lINo Thread Locking Compound
Part Number L Ultra Light Load | Light Load | Heavy Load |Extra Heavy Load Unit Price
Type (CE':M) S d £ u';’w‘(;ﬁm Extra Heavy Load e min. | Ny max|min. | Ny max|min. | Ny max.|min. g max, U';r::;g_vyml_/o';'gm Extra Heavy Load
(Steel Tip) 5 3 2.0 | 20(27) 20 27 15] 0.74 2.95 2.0 9.8 4.9 19.6 9.1 245
5 2.0 |27(39 27 39 1.5] 0.72 2.95 2.0 9.8 29 19.6 8.8 248
;jf“ . 3 |25 [2560)] 2 30 2] 08 [32 | 59 | 98 | 78 | 294 | 142 | 395
. 5 2.5 | 30(36) 30 36 2] 085 3.2 2.0 9.8 49 294 1441 39.4
PJH-N s 3 31 | 25(27) 25 27 25| 09 | 33 | 59 | 98 | 147 | 294 | 353 | 41.2
PJX-N 5 3.1 | 2130) 27 35 25| 09 | 33 2.9 98 | 7.8 | 294 | 147 | 412
- 10 5 3.8 30 30 35 3119 4.7 51 14.7 8.8 49.0 15.7 62.8
(Plastic Tip) 10 3.8 30 43 o) 3 17 4.7 2.9 14.7 7.8 49.0 12.7 62.8
NPJS-N 5 5.5 |30(35 30 43 4115 4.7 5 14.7 18.6 49.0 37.2 98.1
NPJL-N 12 10 515 35 43 58 4113 5.9 29 19.6 7.8 49.0 14.7 98.1
NPJH-N 15 515 35 51 78 41 16 5.9 29 19.6 4.9 49.0 14.9 98.1
@2 dimensions it ( ) 10 8 | 3 60 60 5| 1.7 128 59 | 392 | 127 | 785 | 235 | 1472
are applicable tothe | 16 15 8 35 60 70 5| 17 12.8 3.9 39.2 12.7 78.5 216 | 147.2
Extra Heavy Load Type. 20 8 35 85 90 51 17 12.8 4.9 39.2 9.8 78.5 12.7 | 1472
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kgf=Nx0.101972

Spring Plungers / Wrenches / Block Plungers

Stainless Steel

[l Spring Plungers -

: Load Catego Type Body ]| No6 Spring ratin
Stainless Steel gory yP LMaterlalLMaterlal [Hardness | [DMaterial| "
Stainless Ultra Light Load| PJLSW
LightLoad | PJLW .
S}?:I Heavy Load |PJHW SUS440C | 55HRC~ -30~260°C
Extra Heavy Loﬂ PJXW SUS304 SUS631
Ultra Light Load| PJLSK | Equi
Plastic | Light Load PJLK o
Tip [ HeavyLoad [PJHK Polyacetal - -30~80°C
Extra Heavy Load PJXK
+0U..
s LSs
g I
L Wmmﬂ'?ﬂ'?ﬂ'f
s|o] & R =
Part Number @] o | ¢ | g [ValichtLoad PILSW PILSK)| Light Load (PJLW, PULK) [Heavy Load (PJHW, PJHK)] Exra Heavy Load (PIXW, PXK] Unit Price
Type M (Coarse) S min. , M, max. min. , M., max. min. , M, max. min. , M, max. |StainlessSteel Tip| Plastic Tip
3 TN I T I Y 0.12 04 04 13 08 294 1 342
3 e I 0.12 0.4 0.2 1.3 06 2.93 0.8 341
) ) K 2 e s, 0.27 0.65 0.9 20 20 88 6.1 138
(Stainless Steel Tip) 4 Pl 24| " 0.18 0.65 06 2.1 19 8.75 58 136
PJLSW 3 20 | 20 04 3 14 97 27 16.3 6.8 220
PJLW 5 5 |2 | ! 0.35 3 1.1 10.3 1.0 17.1 5.7 215
PJHW s 3 25 | 25 1.8 3.05 6.0 9.8 8.0 264 15.8 356
PJXW 5 | 2% 30 [a0 | 2 15 3.05 34 9.86 44 26.6 129 34.4
s 3 [ s, 1.9 3.15 6.0 99 147 27.0 219 363
(Plastic Tip) 5 YT [ | T 14 3.15 40 9383 6.7 266 147 345
0 5 |30 30 [, 16 46 5.7 147 8.2 457 245 58.6
PJLK 10 i 30 | 43 16 46 44 14.7 6.2 45.1 19.8 58.7
PJHK 5 30 | 30 1.7 47 5.8 147 18.2 49.0 349 636
PJXK 12 10 |55 |3 | 43| 4 1.6 47 50 147 82 49.1 255 636
15 35 | 51 1.8 47 69 147 75 489 201 637
10 35 | 57 28 108 92 342 18.9 685 38.7 88.4
16 15 |80 [ 3 |57 | 5 26 108 86 344 144 68.6 33.9 88.1
20 35 | 65 2 11 Al 344 4.2 68.6 25.4 88.1

(®Thread locking treatment is not applied.

PJLW12-5

% Ordering | Part Number
Example

(®Min. is the initial load, and max. is the load when the tip is fully compressed.

[l Wrenches for Spring Plungers

(®)Do not use the rear hex socket at the time of mounting or removal.

kgf=Nx0.101972

Part Number|, . . Unit Price | Volume Discount Rate

Type | No. BlinaerSizo 1~3 pc(s). 4~20 pcs. Ordering
1 M5, 6 Example PJG1
2 M8, 10
2A M8, 10(FPJL, FPJH)

PJG | 3 M12
4 M16
5 M20, 24
6 M30

(®For orders larger than indicated quantity, please request a quotation. Spring Pl

M Applicable Spring Plungers

@ Example

unger M3, M4

(Flathead Screwdriver)

Type Page E:: %)
teel P177
tainless Steel R177.
= Spring Plunger M5~M30
I-IAz;!tpTed Tip P177 (Dedicated Wrench PJG)
. i
(0 Material: S45C ) M For Inclined Surface P1778
B Surface Treatment: Black Oxide Flanged
lFeatures: Block and Plunger are integrated. Workpiece position can be adjusted by using in combination with the adjustment screw.
[l Block Plungers Main Body Tip Spring
Load(Category Type [MMaterial | BSurface Tr [[MMaterial | [JHardness | BSurface Tr [@DMaterial
i 57~63HRC " ‘
Steel TP | iontLoad| PYSB | ss400  |piectroless Nickel Plaing S*°C | (Carburized) |Fectroless Nickel Plating - gy
Plastic Tip NPSB Polyacetal - -
A u_ g ()
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Part Number Light Load £ I Threaded Stopper Block
- N Unit Price rample
Type H WL ropy  OEES Stoke Adustmentfor MoringPart
D
(Plastic Tip) 15 a8 1B
NPSB 20
Adjustment Screw, Block Plunger,
Ordering (ANB, SANB, etc.)

Example  pysB10

Note that, for some of the types shown here, order might be unable to be received by the MISUMI Indongsia
offices.
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