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Slide Cores 
Loose Cores

OIL-FREE SLIDE INCLINED PIN HOLDERS FOR LOOSE CORE
－selection type－

No. Components R Piece

① Inclined pin holder scM440 1

② Slide plate sintered alloy＋steel 2

 V Bolts are not attached.

■Characteristics
・ space is reduced to process the slide base on mold's body.
・ the equipment is structured to tighten the inclined pins from beneath with bolts, so installation, removal and length adjustment of inclined pins are easy.
・ cannot be used for any structure that directly receives injection pressure.
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■Alteration Example

■Example

■Mounting process dimensions (reference values)

KSCNP

Alteration is possible on some part of inclined pin holder, so alteration for positioning 
and height adjustment is possible.
※For alteration, the slide plate can be removed.

Processing example

Loose cores

Parts for which alteration
is possible

MAX: 2mm
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<KSCNP>

<Conventional structure>

<Loose core fixed with dowel> <SCK used>

■How to Mount

Parts for which alteration is possible

Inclined pin
2. Make sure to fix the 

inclined pin by tightening it 
up using the socket head 
cap screws or socket low 
head cap screws.

1. if adjustment of inclined pin 
shape or in vertical direction 
is required, alteration of 
inclined pin holder and 
setting on the inclined pin 
holder are possible.

*θ angle should be
   at 0～20°.

KSCNP

Inclined pin

Mold closed Mold opened

V non Jis material definition is listed on p.1351 - 1352
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