
Stocks Availability Subjected to Prior Sales.

For area out of Singapore please refer to P.i.
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HEAT TRANSACTION PIPES / GREASE FOR HEAT TRANSACTION PIPE

(Heat transaction pipe)

Section A

Section A End cap(cooling side)

Section A

Section A

WHP2CWHP3 only

Copper
Usable Temperature Range
30~200A

U/Price

1~9

(Grease for heat transaction pipe) U/Price

1~9 1Improves thermal conductivity for
    the WHP Heat Transaction Pipe.
2Is also effective as lubricant for
    the pipe's attachment/detachment.

IFeatures of MTJ Grease

ISpecifications

Usable temperature range:-55A~+200A

Net weight:100g

IQuantity discount rate
Quantity

Rate - 5%
10~491~9Order

Delivery

Example
Cavity

Grease for heat transaction pipe(MTJ)

Molding products

WHP body

Water cooling jacket

End cap

Tapered screw plug

Cooling water

Core

Retainer plate

PL face

IMounting Method

1Make a mounting hole in D+0.1 diameter.

2Provide a water cooling jacket in light of the following:

Depth(R) L/3 or more

Hole diameter           DM2 or more

3We recommend that the MTJ grease be applied on the heat 

transaction pipe before inserting WHP into a mold.

4The heat transaction pipe(WHP) must be inserted so that its end 

cap is on the cooling side.

Quotation

The volume discount rate is also applicable to alteration cost.
All price & lead time are to be quoted.

N

The volume discount rate is also
All price
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