
Available in stock now for all sizes.

Stocks Availability Subjected to Prior Sales.

The volume discount rate is also applicable to alteration cost.
All price & lead time are to be quoted.
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M 6Attached bolts 7 Attached dowel pin

U/Price Q'ty:1~9
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Holder

Bushing 

Holder

Changes post length 

1mm increments

LCmin¯LC<Lmax

Machines tap holes for mounting 
stroke end block. 

D20:Not available 

Machines flange plane.  
Reversed type allows lowering the 
die height.

Combination with alterations W and M available.
The post length is measured 

from the holder's bottom.

H1Ú0.2 Ú0.1

HÚ0.2 Ú0.1

e

e

Changes bushing height tolerance

Machines 2 positioning dowel holes 
on the holder.

Changes holder height tolerance

Dowel pins are 
not attached.

Dowel pins are not attached.

Machines 1 positioning dowel hole 

at the center of the post.

Applicable to
MYA and MYJ. 

Attached Ball bearing cage will 
be changed to high rigidity type.

Aluminum :MBSUMBSH
Resin:MBJUMBJH
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For area out of Singapore please refer to P.i.

For area out of Singapore please refer to P.i.
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SGP StockSGP Stock
Printed in RedBALL BEARING GUIDE POST SETS 

-MOVABLE STOPPER-

(Aluminum ball cage type ) (With dowel holes / Aluminum ball cage type)

1

2

5

3

4 SUJ2

A5052S

58HRC~( Induction hardening )

SUJ2

58HRC~

FC250

(Resin type () With dowel holes / Resin type)

3

4

2

51

58HRC~( Induction hardening )

POM (Polyacetal resin )
58HRC~

SUJ2

SUJ2

FC250

Perpendicularity between the die holder's bottom and the guide post:Less than 0.02 against 100.

MYJP with * are Stock Product. 


