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QFluororesin Hoses
-High-Flex Type-

Hose
Nominal

Inner Dia.

R (PT)
G (PF)

AS Shape BS Shape

B (Width Across Flats) (L) B (Width Across Flats) (L)

9 3/8 19 44 22 40
12 1/2 22 51 27 46
19 3/4 27 64 32 58
25 1 35 75 38 70

QSwaging Part Size List

Applicable Fluid Water, Air, Oil, Solvent, Powder
Operation Temperature Range -20 ~ 70˚C (Not to be frozen)
Normal Operating Pressure Depends on size & temperature

Specifi cations

Applicable Fluid Water, Air, Oil, Solvent, Powder
Operation Temperature Range -5 ~ 70°C
Normal Operating Pressure Depends on size & temperature

Specifi cations

Non-PVC Hoses
-Standard / Vacuum-

QNon-PVC Hoses

Part Number - Hose Length - Shape L - Shape R

HOSPW6
SNHRWK1.5S

SNHBR2S

-
-
-

1.5
2.0
1.0

-
-

LC
LC - RC

QVolume Discount Rate (ERound up to the Baht.) P.87

Quantity 1~4 5~9
Rate Unit Price 5%

EFor orders larger than indicated quantity, please request a quotation.

EVolume discount rate is applicable to the unit price/m for hose only.
<Price Calculation Example>

For HOSPWR12-2.5-LA-RB
Unit Price of Hose/m: 233
233x2.5+4,250=4,833 Baht
Round up to the Baht.

QFeature of HOSPW and SNHRW
- Contains no chlorine ingredients.
- Semi-transparent wall enabling the transfer of materials to be observed
- Conforms to Food Sanitation Laws.

QFeatures of SNHB
- Contains no chlorine ingredients.
- Conforms to Food Sanitation Laws.
-  Reinforcement wire of hard steel provides high level of deformation 

resistance to enable vacuum.

QCAUTION
- Do not use with fuel oils or solvents.
- Cleanse inside the hose before using with drinking water or food.
-  For food plumbing, metal shape C is recommended for its safety in sanitary 

respect.
- Hoses shown above are for indoors only.
-  Do not soak hoses or joints in drinking water, food or fl uids.  Fluid may 

remain behind the joint and unwanted bacteria may adhere to it.

E A fl at charge of 990 Baht for 3 or more identical pieces.

7 D P.88Express A 370 Baht/piece

Fluororesin Hoses
-High-Flex Type / Conductive Type-

QHose Specifi cations

Hose Nominal 
Inner Diameter

mm

Hose Inner 
Diameter
mm

Hose Outer 
Diameter
mm

Reinforcement Spring

Min. Bending 
Radius

mm

Operating Pressure MPa Min. Bending 
Radius

mm

Operating Pressure MPa

20°C 70°C 20°C 70°C

9 9 15 63

0~1.0 0~0.5

- - -
12 12 18 84 50

-0.1~0.5 -0.1~0.2515 15 22 105 60
19 19 26 133 75
25 25 33 175 0~0.6 0~0.3 100 -0.1~0.4 -0.1~0.2

Part Number - Hose Length - Shape L - Shape R

HOJFRK19
HOJFRR9
HOEFR12

-
-
-

5.0
2.0

10.0

-
-

LBS
LAS - RBS

<Price Calculation Example>
For HOJFR9-2.5-LAS-RBS,
Hose m Price/m: 1,070 Baht
1,070x2.5+1,001=3,676 Baht
Round up to the Baht.

QVolume Discount Rate (ERound up to the Baht.) P.87

Quantity 1~4 5~9
Rate Unit Price 5%

EFor orders larger than indicated quantity, please request a quotation.
EVolume discount rate is applicable to the unit price/m for hose only.

Part Number
Hose Length

0.1m 
Increment

L
Left End 
Swaged

R
Right End 
Swaged

Unit Price

Type
Hose Nominal
Inner Dia.

Hose
Unit Price/m

Additional Charge for Swaging

One End Swaged Both Ends Swaged

(Reinforcing Type)
HOJFR
HOJFRK
HOJFRR

9

0.3~20.0
LAS
LBS

RAS
RBS

1,070 501 1,001

12 1,475 619 1,238

15 2,184 - -

19 2,926 1,006 2,012

25 3,713 1,593 3,185

(Spring Type)
HOJSR
HOJSRR

12

0.3~20.0
LAS
LBS

RAS
RBS

1,629 619 1,238

15 2,412 - -

19 3,236 1,006 2,012

25 4,095 1,593 3,185

E For One End Swaged, specify LAS and LBS. E Swage part is not available for hose with inner diameter 15.

QFeatures
- Being superior in fl exibility, it improves operating effi ciency.
- Features non-viscous property and easy to wash.
- Excellent in chemical resistance and transparency.
- Conforms to Food Sanitation Laws.

QFluororesin Hoses
-Inductive Type-

Part Number
Hose Length

0.1m Increment

Unit Price

Type
Hose Nominal

Inner Dia.
Hose

Unit Price/m

HOEFR

12

0.5~20.0

1,830
15 2,649
19 3,622
25 4,605

QHose Specifi cations

Hose Nominal 
Inner Diameter

mm

Hose Inner 
Diameter

mm

Hose Outer 
Diameter

mm

Reinforcement
Min. Bending 

Radius
mm

Operating Pressure Mpa

23°C 70°C

12 12 18 85
0~1.0 0~0.515 15 22 105

19 19 26 135
25 25 33 175 0~0.6 0~0.3

7 D P.88
E A fl at charge of 370 Baht for 3 or more 

identical pieces.

Express A 140 Baht/piece

-High-Flex Type

7 D P.88
E A fl at charge of 990 Baht for 3 or more 

identical pieces.

-Inductive Type

Express A 370 Baht/piece

QFeatures
- Prevents trouble caused by electrostatic discharge.
- Conforms to Food Sanitation Laws.
-  Smooth interior surface helps transfer of high viscosity fl uids 

effi ciently, and makes cleaning easy with little residual fl uds.

QSwage Fitting Shapes

ASShape BSShape
(L)

R (PT) B

(L)

B

30°

G(PF)

QSwage Fitting Shapes

Hose Nominal
Inner Dia.

R (PT)
G (PF)

A Shape B Shape

B (Width Across Flats) (L) B (Width Across Flats) (L)

6 1/4 14 43 17 37
9 3/8 17 47 19 43
12 1/2 22 53 24 49
19 3/4 27 65 30 59

Hose Nominal
Inner Dia.

C Shape

A B C D (L)

1S 50.5 43.5 23 22 56
1.5S 50.5 43.5 35.7 34 73
2S 64 56.5 47.8 46 75

QSwage Fitting Shapes

AShape BShape CShape(L)G(PF)

30
°

B

(L)R (PT)

B

(L)

DCBA

QStructure

Ethylene Tetra Fluoro Ethylene (ETFE)

Reinforcement Yarn

Urethane Type Elastomer

Ethylene Tetra Fluoro Ethylene (ETFE)

SUS Spring Wire

Urethane Type Elastomer

HOJFR

HOJSR

Type MMaterial

Hose Only One End Swaged Both Ends Swaged Hose Interior Reinforcement Hose Exterior Swaging Parts

HOJFR HOJFRK HOJFRR Fluorine Resin Polyester Yarn Urethane Yarn
Elastomer SUS304

HOJSR - HOJSRR Fluorine Resin SUS Spring Wire

Hose Length

Hose Length (Swaging Metal Included)

QStructure

Polyurethane Resin Polyurethane Resin

Polyester YarnFluoro Resin (4 fluoride)

Type MMaterial

Hose Only Hose Interior Reinforcement Hose Exterior

HOEFR Fluoro Resin (4 fluoride) Polyester Yarn Polyurethane Resin

Hose Length

QHose Specifications

No.

SNHB SNHB_

Inner 
Diameter

(mm)

Outer 
Diameter

(mm)

Thickness
(mm)

Min. Bending Radius
(mm)

Operating Pressure Mpa Operation Temperature
Range23°C 60°C

1S 25.0 33.0 4.0 180 -0.1~0.3 -0.1~0.1

-5~60°C1.5S 38.0 48.0 5.0 390 -0.1~0.3 -0.1~0.1

2S 50.0 62.0 6.0 520 -0.1~0.2 -0.1~0.1

No.

HOSPW  HOSPW_

Inner Diameter
(mm)

Outer Diameter
(mm)

Thickness
(mm)

Min. Bending Radius
(mm)

Operating Pressure Mpa Operation Temperature
Range23°C 60°C

6 6 11 2.5 25 0~1.0 0~0.5

-5~60°C

9 9 15 3 50 0~0.8 0~0.5
12 12 18 3 70 0~0.8 0~0.4
19 19 26 3.5 130 0~0.8 0~0.4
1S 25 33 4 170 0~0.5 0~0.3

1.5S 38 48 5 230 0~0.4 0~0.2
2S 50 62 6 290 0~0.3 0~0.2

Part Number
Hose Length

0.1m Increment
L

Left End Swaged
R

Right End Swaged

Unit Price

Type
Hose Nominal
Inner Dia.

Unit Price of 
Hose/m

Additional Charge for Swaging

One End Swaged Both Ends Swaged

HOSPW  (Hose Only)
HOSPWK (One End Swaged)
HOSPWR (Both Ends Swaged)

6

0.3~20.0
LA

LB

RA

RB

132 1,102 2,203
9 187 1,197 2,394

12 233 2,125 4,250
19 387 2,994 5,988

SNHRW (Hose Only)
SNHRWK (One End Swaged)
SNHRWR (Both Ends Swaged)

1S

0.5~5.0 LC RC

578 6,293 12,586
1.5S 1,293 7,695 15,389
2S 2,016 12,122 24,243

SNHB  (Hose Only)
SNHBK (One End Swaged)
SNHBR (Both Ends Swaged)

1S

0.5~5.0 LC RC

783 6,293 12,586
1.5S 1,484 7,695 15,389
2S 2,412 12,122 24,243

QStructure

HOSPW
SNHRW

SNHB

Styrene Resin Styrene Resin

Polyester YarnPolyolefin Resin

Styrene Resin Styrene Resin

Hard Steel LinePolyolefin Resin

Hose LengthHose Body

Hose Length (Caulking Metal Included)One End Swaged

Hose Length (Caulking Metal Included)Both Ends Swaged

Type MMaterial

Hose Only One End Swaged Both Ends Swaged Main Material Reinforcement
Swaging Parts

Shape A, B C Shape

HOSPW HOSPWK HOSPWR Polyolefi n+Styrene Resin Polyester Yarn Joint Nipples :SUS304
Joint Covers  : Aluminum -

SNHRW SNHRWK SNHRWR Polyolefi n+Styrene Resin Polyester Yarn - Joint Nipples :SUS316L
Joint Covers  :SUS304

SNHB SNHBK SNHBR Polyolefi n+Styrene Resin Hard Steel Wire - Joint Nipples :SUS316L
Joint Covers  :SUS304

Up to 46%



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




