F-653

Thin Brackets

For 8 Series (Slot Width 10mm) Aluminum Extrusions

lFeatures: Thin Extruded Brackets with space saving design.

8 Series

M Thin Brackets Type [MMaterial [ESurface Treatment
HBLS_8 Anodize
HBLSSB8 AGNO1SS-T5 Black Anodize
(N [N
|
-
HBLSS8 30 HBLSD8
HBLSSB8
(Black Anodize)
Mass Applicable Screw, T Nut Allowable | Unit Price |VoumeDicontrae
[T (9) Screw [aiy] T Nut |ouy| Load (N) [1~99 pc(s)| 100~200 ex Example
HBLSS8
HBLSSB8* 34 2 2 | 1666
(Black Anodize) CBM8-15 HNTT8-8
HBLSD8 80 4 4 | 2352

* For repairing black anodizing, refer to P846.

HBLSS8

Ordering |Part Number
Example

&) [partumba] -

(SET, SST, SEU, SSU, SEP, SSP, SEC)

HBLSS8 SET
Alterations Code Spec. Applicable Bracket
Applicable screws and nuts for fixing the
SET brackets on extrusions come in a set.
SST (Adds to the bracket price)
(Stainless Steel) HBLSS8
SEU i iad-
PreAssnbl etion (Ex.) When HBLSS8 is specified:
( Spring Nuts ] _Code|  Screw Nut
SSU ET_|CBMS-15 HNTT8-8
Pre-Assembly Insertion ST |SCB8-15 HNTTSN8-8
Appiicable ( S ) EU_[CBMB15 |HNTUB-8
Screws and anessSteel /) SSU_|SCBB-15 SHNTU8-8
Nuts Set SEP SEP_|CBMB-15 HNTP8-8 HBLSSB8
("“S"’m"mg“"‘“") SSP_[SCB8-15 SHNTPS-8
asp SEC_[HCBST8-20 _|HNTT8-8
Pust-Assemby Inserion (®)When specifying other than HBLSSS,
(Svunq Nus Staiess Stel check for the applicable screws and
SEC nuts.
Screws with HBLSD8
( CaptuvedWasher)
and Nuts

(®Screws for black anodized brackets are HCBMTB (Trivalent Chromate Black) on P751.
(®Included Screw is not RoHS compliant when -SET, -SEU or -SEP other than black anodized brackets is specified.

Plate Brackets / Block Brackets

For 8 Series (Slot Width 10mm) Aluminum Extrusions

WFeatures: Direct screw-on brackets to use on tapped extrusions.

8 Series

lPlate Brackets HBLPL8 ex Example HFS8-8080
4-72
4-C1 BaxSriae ety 4-21
HBLPL
L& d- Lo 88060
T\Y I
- 8 <
|- () s
< 5 [ of U NN
A . at Y N S
- 15/15]20] 40 |20]15]15 /
{ 7 ‘Add tapping at the end of extrusion and
AR 1 fithe plte bracketusing fourcounterores
vy atthe center.
o]
22 |9 22 hi
[@Material: SS400
Bsurface Treatment: Electroless Nickel Plating * Serews are not included. [ P ]
Part Extrusi Z1 ‘ Z2 |Mass| Unit Price |Volume DiscountRate g - - (DC)
Number e (9) - i -~ || Alterations
Screw 9 11 -9 pcls). | 10-50 HBLPLS - 8080 - DC20
HBLPLS | 8080 | M8 ‘ M8 | 1240
Alteration Code Spec.
'Drdering ‘PartNumber - Extrusion‘ Through|Hole Do Adds a through hole.
Example HBLPLS - 8080 {}@r'@@ DC=Hole Dia. 1 mm Increment
STl 60 o pC | ®10=DC<20
2 _ i [ordering Code}
a2 DC12

llFeatures: The brackets do not protrude from extrusion widths when used to cross connect extrusions. Space-saving design compared to Tabbed Reversal Brackets.

lBlock Brackets HBLBLS
2-014 DL
N
[MMaterial: AGNO1SS-T5
BSurface Treatment: Anodize
Part Number| vass lcate Screns and s Sepjowable Load]Unit Price Volume Discount Rate _ - (SET, SST, SEU, SSU, SEP, SSP)
Type (9) | screw [auaniyy M |1-99 pc(s). | 100~200 Alterations HBLBLS - SET
HBLBLS | 79 | cBMs-15 [ 2 [ 1666
Alterations Code Spec. Applicable Bracket
7 Ordering Part Number Applicable screws and nuts for
E I SET fixing the brackets on extrusions
Xxample HBLBLS8 ‘Stams‘e?s";‘eal) come in a set. (Adds to the
SEU bracket price.)
Pre-Assembly Insertion || | CODE | Screw | Nut
( Spgg"“‘s SET | CBMg- [18-8
q U SST [ SC88-1 [TSNS-8
Appllcable Pre-Assembly Insertion \| [ SEJ | (BMS- 8-8
Screws and ( Spring Nuts ) [SSU | HBLBLS

X

Stainless Steel

Nuts Set

TU:
SSU_ | §cB8-1 TU8-8
SEP | CBg- P8-8
SSP_| (8- ITP8-8

SEP
Post-A: bly Insertion
Spring Nuts '

Spring Nuts

(PostrAssemhly Insemun)
Stainless Steel

(®Included Screw is not RoHS compliant when -SET, -SEU or -SEP are specified.

H1-654



