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MNCHWN  !"#$%&'()

MNCHWA  *+%&'(#,-%.(#/)

MNCHWB  *+%&'(#,-%.(#0)

Insulated powder
Exotherm

① Stainless sheath ② Flange

Caulking

③ Protective pipe ⑤ Glass fiber coated lead
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① Stainless sheath

② Flange

　m Material   SUS304

② ③ ④ Heat proof temperature: below 180℃
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W/cm
2

(Watt density)
Part Number L

1mm increments
V (Voltage)
selection

W (Wattage)
10W incrementsType D

15≦W/cm
2≦60

W/cm
2＝W/｛D×（L－14）×3.14/100｝

MNCHWN  !"#$%&'()

MNCHWA  *+%&'(#,-%.(#/)

MNCHWB  *+%&'(#,-%.(#0)

8

50~400 200
220

140~3000

10 170~3750

12
200~5000

16 50~600

E 1.(2345#6-(#7%66%'(#,82-#6-%6#6-(#9%66#:(&,365# 9;2<
2

)#3,#736-3&#6-(#=%&'(#>?≦W/cm
2≦60.    X @!AB90#3,#&"6#%C%3+%D+(#4"=#E>FG

E @!AB90H#/C%3+%D+(#4"=#EI#6"#>JG

Part Number － L － V － W

MNCHWN8 － 150 － V200 － W560

MNCHWA16 － 300 － V220 － W4940

MNCHWB10 － 200 － V200 － W3400

Part Number － L － V － W － (JC SP)

MNCHWN  8 － 200－ V200－ W600 － JC2

MNCHWB10 － 400－ V220－ W1400 － JC2－SP100

Alterations Code Spec. 1Code

JC

（1000） JC

A-%&'(#6-(#+(&'6-#"4#6-(#+(%:#73=(G

E(,3'&%63"&#<(6-": K(%:#73=(#+(&'6-# <<)

JC2 2000

JC3 3000

SP

SP

/66%2-#%#,.=3&'#6-%6#
.="6(26,#6-(#+(%:G

E(,3'&%63"&#<(6-": L="6(263C(#,.=3&'#+(&'6-# <<)

SP100 100

SP200 200

SP300 300

M#A"<(,#736-#.="6(263C(#,.=3&'#"&+5#7-(&#%+6(=&%63"&#2":(#N1LN#3,#8,(:G

CARTRIDGE HEATERS

HIGH WATTAGE CARTRIDGE HEATER LEAD WIRE BOTTOM REINFORCED TYPE
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